
Special-use male inlet/female receptacle, Cat No 0712, rated 15A, 250V ac. 
Special-use male inlets, Cat Nos 0720-FS, 0720-FP, 0721-PS, 0721-PP, two-poles, rated 2.5A, 
250V ac. 
Special-use male inlet, Cat No 0724, rated 2.5A or 7A, 250V ac. 
Special-use male receptacles, 2-pole, 3-wire, Cat No 0711, rated 15A, 250V ac; Cat No 0722, 
rated 20A, 250V ac. 
General-use receptacles, 5-15R configuration, Cat Nos 0709, 0709-1, 0710, rated 15A, 125V 
ac. 
Appliance receptacles, Cat Nos as follows: 

Legend: "(1)" Single Outlet; "(2)" Two Outlet; "14 AWG" for 14 AWG wire, "16 AWG" for 16 
AWG wire; "Sp23" Special-use, 2-pole, 3-wire grounding type.

Notes: 

1. Sold only to manufacturers, as components, for the assembly of Certified electrical equipment, 
where the suitability of the combination is determined by Canadian Standards Association. 

2. Suffixes may be added to the above cat nos. 
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Certification Record

CUSTOMER CLASS FILE

Schurter AG 6233-01 73165

Werkhofstrasse 8-12, RECEPTACLES-Attachment Plug 
Type and Plugs

Luzern
6002
Switzerland Refer to Class Description for program details

Cat No Configuration Rating Construction
0723 Sp23 20A, 250V ac 1
0715 1-15R 15A, 125V ac 1
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